
Specifications

Fabric Tent: 600 GSM (+/- 5%) 100% Cotton Canvas, Water & ROT Resistant Fabric 

Option-B: 540 GSM (+/-5%) 50/50 P/C Canvas, Water & ROT Resistant Fabric 
                  in Olive Green, Khaki or any color

Inner Tent: 50/50 P/C - 130 GSM (+/-5%) Sheeting, Water Resistant Fabric

Ground Sheet & Mud Flap:  400 GSM (+/-5%) PVC Coated Fabric on both sides

Accessories Complete with SprinComplete With Metal Frame Of Powder Coated Steel Pipes, 
Hammer, Iron Pegs, Ground Pins and Guy Ropesg Steel Rod Frame, Ground Pins 
and Guy Ropes 

Packing Complete Tent & Accessories packed in heavy duty PVC bags
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For more 
information visit
nizamcanvas.com

 

Dimensions

Length x Width Outer Tent

Option A Option B

Usable Area

Center Height  |  Wall Height

7 x 6 meter 8 x 6.5 meter

42 m2 52 m2

3.3 meter | 2 meter 3 meter | 2 meter

Option A Option B

Marking

Packing / Shipping 

Weight   |   Volume Packed                 

20'  35Units
40'  72 Units
40' HCL 85 Units

20'  25 Units
40'  52 Units
40' HCL 62 Units

On Request

Remarks 2 Doors (Front & Rear) 
& 4 Windows on each 
side with Flap

2 Doors (Front & Rear) 
& 4 Windows on each 
side with Flap

On Request

240 kg | 0.80 cbm 300 kg | 1.10 cbm

Loading 

BASE TENT




